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You like to ...

.. quickly select and place annotations,
symbols and tables from a database.

.. simplify and harmonize the manage-
ment of your standard annotations.

.. switch your text notes automatically
to a different language.

.. flexibly manage your meta data and
drawing formats.

SMARTAnNnnotate offers:

e An intuitive dialog for placing standard

annotations from a custom database

o Intelligent und highly customizable
filter mechanism for the annotations

e Automatic and manual placement of
annotations in drawings and models

e Automatic switch of text notes to
another prepared language

e Easy and flexible management of
annotation elements, meta data and
drawing formats

b&w-software GmbH
solutions for efficient product design
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7~ RD - Plastic part drawing

[] Metadata | [g std Annotation A= Notes  /~ Flags g Symbols

';.} Individual settings Label Value Source Desi.. Description
Profile 1 - . Article name Housing @ IE' Select or enter the r|
4 - @ Article number 5] O Enter the article nur,
@B Ho |9
@ SAP number [=] O Enter SAP number {
<7 Global filter G v
@ SAPdocumenttype DRW =] O Select the SAP doct
¥ - R&D @ Department =] O Selectthe departme
Plastic part dra’
Hetal partoraw | | @ Prolect Y] [J  Selsctthe projsctng
PCB board dra) . Material Material acc. =] W Select or enterthe r,
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Assembly B
v ~ Tool Design || = Main [) Meta data |[@ Std Annotation | A= Notes /~ Flags (@ Symbols ¢ 2D Tables
General dr: Flag Label Value
Cavity draw| Machining
Additional data FM 840053-1.-17
i General tolerance IS0 2768-mH
Tolerancing (evelope princ.) DIN 7167
) stobal search Workpiece edges 1S0 13715
- General data:
» Options Quter edges 0.2
Inner edges +0.2
Copy Pg Blind hole thread length min. dim.
Undimensioned radii 10+03
Angular dim. +5°
O Function critical feature or dimension
as per FN 940084 Show
O Inspection feature or dimension
as per FN 940084 Show
H Corrosion resistance class
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